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(f) All roof cornices or other such or-
namental stonework shall be removed 
prior to pulling walls over. 

(g) During demoliton, continuing in-
spections by a competent person shall 
be made as the work progresses to de-
tect hazards resulting from weakened 
or deteriorated floors, or walls, or loos-
ened material. No employee shall be 
permitted to work where such hazards 
exist until they are corrected by shor-
ing, bracing, or other effective means. 

§ 1926.860 Selective demolition by ex-
plosives. 

Selective demolition by explosives 
shall be conducted in accordance with 
the applicable sections of subpart U of 
this part. 

Subpart U—Blasting and the Use 
of Explosives 

AUTHORITY: Sec. 107, Contract Work Hours 
and Safety Standards Act (40 U.S.C. 333); 
secs. 4, 6, 8, Occupational Safety and Health 
Act of 1970 (29 U.S.C. 653, 655, 657); Secretary 
of Labor’s Order No. 12–71 (36 FR 8754), 8–76 
(41 FR 25059), 9–83 (48 FR 35736), or 6–96 (62 FR 
111), as applicable; and 29 CFR part 1911. 

§ 1926.900 General provisions. 
(a) The employer shall permit only 

authorized and qualified persons to 
handle and use explosives. 

(b) Smoking, firearms, matches, open 
flame lamps, and other fires, flame or 
heat producing devices and sparks shall 
be prohibited in or near explosive mag-
azines or while explosives are being 
handled, transported or used. 

(c) No person shall be allowed to han-
dle or use explosives while under the 
influence of intoxicating liquors, nar-
cotics, or other dangerous drugs. 

(d) All explosives shall be accounted 
for at all times. Explosives not being 
used shall be kept in a locked maga-
zine, unavailable to persons not au-
thorized to handle them. The employer 
shall maintain an inventory and use 
record of all explosives. Appropriate 
authorities shall be notified of any 
loss, theft, or unauthorized entry into 
a magazine. 

(e) No explosives or blasting agents 
shall be abandoned. 

(f) No fire shall be fought where the 
fire is in imminent danger of contact 

with explosives. All employees shall be 
removed to a safe area and the fire area 
guarded against intruders. 

(g) Original containers, or Class II 
magazines, shall be used for taking det-
onators and other explosives from stor-
age magazines to the blasting area. 

(h) When blasting is done in con-
gested areas or in proximity to a struc-
ture, railway, or highway, or any other 
installation that may be damaged, the 
blaster shall take special precautions 
in the loading, delaying, initiation, and 
confinement of each blast with mats or 
other methods so as to control the 
throw of fragments, and thus prevent 
bodily injury to employees. 

(i) Employees authorized to prepare 
explosive charges or conduct blasting 
operations shall use every reasonable 
precaution including, but not limited 
to, visual and audible warning signals, 
flags, or barricades, to ensure employee 
safety. 

(j) Insofar as possible, blasting oper-
ations above ground shall be conducted 
between sunup and sundown. 

(k) Due precautions shall be taken to 
prevent accidental discharge of electric 
blasting caps from current induced by 
radar, radio transmitters, lightning, 
adjacent powerlines, dust storms, or 
other sources of extraneous electricity. 
These precautions shall include: 

(1) Detonators shall be short- 
circuited in holes which have been 
primed and shunted until wired into 
the blasting circuit. 

(2) The suspension of all blasting op-
erations and removal of persons from 
the blasting area during the approach 
and progress of an electric storm; 

(3) (i) The prominent display of ade-
quate signs, warning against the use of 
mobile radio transmitters, on all roads 
within 1,000 feet of blasting operations. 
Whenever adherence to the 1,000-foot 
distance would create an operational 
handicap, a competent person shall be 
consulted to evaluate the particular 
situation, and alternative provisions 
may be made which are adequately de-
signed to prevent any premature firing 
of electric blasting caps. A description 
of any such alternatives shall be re-
duced to writing and shall be certified 

VerDate Aug<31>2005 14:00 Jul 31, 2007 Jkt 211115 PO 00000 Frm 00477 Fmt 8010 Sfmt 8002 Y:\SGML\211115.XXX 211115


